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Environmental Protection Agency § 58.13

to insure that the population of major
urban areas are informed daily of local
air quality conditions, are also in-
cluded in this part.

[44 FR 27571, May 10, 1979, as amended at 58
FR 8467, Feb. 12, 1993]

§ 58.3 Applicability.
This part applies to:
(a) State air pollution control agen-

cies.
(b) Any local air pollution control

agency or Indian governing body to
which the State has delegated author-
ity to operate a portion of the State’s
SLAMS network.

(c) Owners or operators of proposed
sources.

Subpart B—Monitoring Criteria

§ 58.10 Quality assurance.
(a) Appendix A to this part contains

quality assurance criteria to be fol-
lowed when operating the SLAMS net-
work.

(b) Appendix B to this part contains
the quality assurance criteria to be fol-
lowed by the owner or operator of a
proposed source when operating a PSD
station.

§ 58.11 Monitoring methods.
Appendix C to this part contains the

criteria to be followed in determining
acceptable monitoring methods or in-
struments for use in SLAMS.

§ 58.12 Siting of instruments or instru-
ment probes.

Appendix E to this part contains cri-
teria for siting instruments or instru-
ment probes for SLAMS.

§ 58.13 Operating schedule.
Ambient air quality data collected at

any SLAMS must be collected as fol-
lows:

(a) For continuous analyzers—con-
secutive hourly averages except during:

(1) Periods of routine maintenance,
(2) Periods of instrument calibration,

or
(3) Periods or seasons exempted by

the Regional Administrator.
(b) For manual methods (excluding

PM10 samplers, PM2.5 samplers, and
PAMS VOC samplers), at least one 24-

hour sample must be obtained every
sixth day except during periods or sea-
sons exempted by the Regional Admin-
istrator.

(c) For PAMS VOC samplers, samples
must be obtained as specified in sec-
tions 4.3 and 4.4 of appendix D to this
part. Area-specific PAMS operating
schedules must be included as part of
the network description required by
§ 58.40 and must be approved by the Ad-
ministrator.

(d) For PM10 samplers—a 24-hour
sample must be taken a minimum of
every third day, except during periods
or seasons exempted by the Regional
Administrator.

(e) For PM2.5 samplers, a 24-hour sam-
ple is required everyday for certain
core SLAMS, including certain PAMS,
as described in section 2.8.1.3 of appen-
dix D of this part, except during sea-
sons or periods of low PM2.5 as other-
wise exempted by the Regional Admin-
istrator. A waiver of the everyday sam-
pling schedule for SLAMS may be
granted by the Regional Administrator
or designee, and for NAMS by the Ad-
ministrator or designee, for 1 calendar
year from the time a PM2.5 sequential
sampler (FRM or Class I equivalent)
has been approved by EPA. A 24-hour
sample must be taken a minimum of
every third day for all other SLAMS,
including NAMS, as described in sec-
tion 2.8.1.3 of appendix D of this part,
except when exempted by the Regional
Administrator in accordance with
forthcoming EPA guidance. During pe-
riods for which exemptions to every
third day or every day sampling are al-
lowed for core PM2.5 SLAMS, a mini-
mum frequency of one in 6-day sam-
pling is still required. However, alter-
native sampling frequencies are al-
lowed for SLAMS sites that are prin-
cipally intended for comparisons to the
24-hour NAAQS. Such modifications
must be approved by the Regional Ad-
ministrator.

(f) Alternatives to everyday sampling at
sites with correlated acceptable continu-
ous analyzers. (1) Certain PM2.5 core
SLAMS sites located in monitoring
planning areas (as described in section
2.8 of appendix D of this part) are re-
quired to sample every day with a ref-
erence or equivalent method operating
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